'://Z CZ0240 Full plastic Explosion-proof controller

y 4

CZ0240/1 CZ0240/2 CZ0240/3 CZ0240/5 CZ0240/6

Descriptions:

There are five standard size of enclosure, CZ0240/1, CZ0240/2, CZ0240/3 for the full plastic explosion—proof
controller can be selected and combined each other. The most enclosures which can be combined into one unit
are the three pieces. The enclosure made of alloy plastic of static resistence material and the concave-convex
joint is designed between the cover and body which the silicon rubber bar is sealed between them and it can
also be mounted even if the cover is closed and sealed. .
Built—in explosion—proof components module are mounted on the rails in the enclosure and the cable entries
can be arranged on the top or bottom according to the user's request, which the plastic molded or metal cable
gland can be equipped alternatively..

® IECEx, ATEX, TUV International certification

® Five kinds of standard enclosure.

® Easy installation.

® Flexible configure.

® High chemical stability.

Zone 1 and zone 2 Zone 21 and zone 22
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® The different enclosure scheme and component module can be selected
according to the user's request.

Enclosure scheme:

Each module has a specified mounted position and the two mounting positions are occupied
by an ammeter module or a 4-pole switch module.

M: Ammeter module H: 4-Pole switch P: 4-Pole switch or button module
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CZ0240 Full plastic Explosion-proof controller

e Main technical data:
Explosion-proof controller: CZ0240/1,2,3,5,6
Certification | Ex mark | Meet the standard

China (PCEC Ex) ExdelIICT6 GB3836 GB12476
IECEx ExdelICT6 ExtDA21TS80C IEC60079
ATEX & 12GD ExdelIC T6 ExtD A21T80C EN60079

Intended use: Can be used in zone 1 and zone 2, Can be used in zone 21 and zone 22

Ambient temperature use: -40°C < Ta<40C

Degree of protection: IP66

Rated voltage: 250V

Rated current: max 16A

Component terminal: 2.5mm’

PE terminals: 4mm’

Material of enclosure: Alloy plastic of static resistence

Conformity to: C€ 0575

Cable entry:
CZ0240/1. CZ0240/2. CZ0240/3 Standard configure: Molded plastic 1 x M20, cable outer diameter ©5.5~13mm .
CZ0240/5. CZ0240/6Standard contigure: Molded plastic 2 x M235, cable outer diameter @ 8~17mm .

Mounting way: Pendant mounted type, Vertical mounted (mounting accessory see A/58) type

e Order specifications:
CZ0240/1 Explosion-proof controller

) . Weight
Illustration Description (kg) Order No.
14 22
| One button INO+INC, including
E---A4- 0.37 CZ0240/1-0010 01-1
label "0, 1, START, STOP"
13 21
14 22 One emergency stop self-locking
[ button INO+INC, with d
G- A- uon - WITL engtave 0.40 €Z0240/1-0010 02-1
letters "NOT-AUS NOT-AUS
1521 EMERGENCY STOP"
14 22
0F---- I_ One double button INO+INC, e €20240/1-0010 03-1
E--t- ) including label " 0, T, START, STOP " ) - -
13 21
14 22
I One black mush head butt
E---14- e Dlack mushroom fead button. 0.40 €Z0240/1-0010 04-1
INO+INC
13 21
14 22
I
g-\,---T-ii One Button with key INO+INC 0.44 CZ0240/1-0010 05-1
13 21
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CZ0240/1 Explosion-proof controller

. - Weight
lllustration Description (kg?) Order No.
14 22
| One Red mushroom button o €Z0240/1-0010 06-1
E--- Y with key INO+INC : - -
13 21
IR 11 23
L]
0 L 1L 0
17 v
\12\24 1 0.38 CZ0240/1-0001 07-1
12 24
One 2-pole switch
Large handle ©60mm
13 23 13 23
0
I S TR I
_F___x:},:___v__ oo 0
] 0.38 CZ0240/1-0001 08-1
14 124
14 24
One 2-pole switch
Large handle ©60mm
11,23
I I | 11 23
J’.--.\.;’.--- I 0 S B |
/ v II
\ T 94 0.38 CZ0240/1-0001 09-1
12 124
One 2-pole switch
small handle ®39mm
CZ0240/2 Explosion-proof controller
i - Weight
lllustration Description (kg?) Order No.
Red LR CZ0240/2-0110 01-1
Green LG CZ0240/2-0110 02-1
Yellow LY CZ0240/2-0110 03-1
Blue LB 0.56 CZ0240/2-0110 04-1
White LW CZ0240/2-0110 05-1
One single lamp 12V - 250V AC/DC
One double button INO+INC
Including label" 0, I, START, STOP"
Red LR CZ0240/2-0110 06-1
X1®X | Green LG €Z0240/2-0110 07-1
Yellow LY CZ0240/2-0110 08-1
Blue LB 0.55 CZ0240/2-0110 09-1
1|4 22 White LW CZ0240/2-0110 10-1
E---14- # One button INO+1NC, including
13 21 label "0, 1, START, STOP"
One single lamp 12V - 250V AC/DC
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CZ0240/2 Explosion-proof controller

) e Weight
Illustration Description (kg?) Order No.
14 22
oF !
Two buttons
ii 321 Each with INO+INC,, 0.54 CZ0240/2-0020 11-1
IE | Including label " 0, I, START, STOP "
13 21
1 3 5 7
0 193 5 4T
I I T (YT T A
Faftt
B I OO P e 057 €Z0240/2-0001 12-1
One 4-Pole control switch
CZ0240/3 Explosion-proof controller
) . Weight
lllustration Description (kg) Order No.
14 22
|
0F--- -‘—
13 21
14 22 Three buttons
| .
1E- - -\_# Each with INO+INC , 0.70 CZ0240/3-0030 01-1
13 21 Including "I .0 ,II, START,STOP "
14 22
|
]
13 21
x1-®@-x2 | Red LR CZ0240/3-0120 02-1
Green LG CZ0240/3-0120 03-1
14 22
I Yellow LY CZ0240/3-0120 04-1
0f-+- -\-{ Blue LB CZ0240/3-0120 05-1
13 21 White LW 0.70 CZ0240/3-0120 06-1
14 22 One single lamp 12V - 250V AC/DC

Two buttons
Each with INO+INC
Including label" 0, I, START, STOP "
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CZ0240/3 Explosion-proof controller

: e Weight
[llustration Description (kg) Order No.
X1-@®-X2 Red LR CZ0240/3-0120 07-1
i 3 Green LG CZ0240/3-0120 08-1
Yellow LY CZ0240/3-0120 09-1
oF--- _)_ Blue LB CZ0240/3-0120 10-1
1E--+- White LW 0.75 CZ0240/3-0120 11-1
13521 One single lamp 12V - 250V AC/DC '
14 29 One double button INO+INC
G- |_ One emergency stop self-locking
_\ button INO+INC
13 21 Including label" 0, I, START, STOP"
U s 11 23
L]
0 L 1 0
k3 v
\12\24 I
12 24 0.68 CZ0240/3-1001 12-1
One ammeter, M6WA 100/ 1-5
For current transformer
One 2-Pole control switch
CZ20240/1. 2. 3 Combination of explosion-proof controller
: e Weight
[llustration Description (kg) Order No.
13 23
O, 0
FA\A-y-
14724 One 2-Pole control switch
1I4 2|3 Label" 0, 1"
tE-r--\ G GOl huttons 0.94 €Z0240/1+2-0021 01-2
VE- - - ) _1 Each with 2NO ' e B
13 24 Including label "0, 1,4, <= ="
1|4 2|4 Cable entry: plastic moulded M25x1.5
«E_____ﬁ
—[F--|--
13 23
13 23
e ) I 1
ey
14 24
14 24
| One 2-Pole control switch
tE- - et
VE-- - Label "0, [
13 23 Three double buttons
14 24 Each with 2NO 1.12 CZ0240/1+3-0031 02-2
«f--- I_ \ Including label "0, [.t. 4. «=— 1. H "
—-F--+- Cable entry: plastic moulded M25x1.5
13 23
14 24
| |
e---
HE--1-
13 23
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CZ0240/5 Explosion-proof controller

CZ0240 Full plastic Explosion-proof controller

) e Weight
lllustration Description (kg) Order No.
IR 11 23
o bkl 2
_|.'___ A . 0.54 | CZ0240/5-0001 01-8
12 24 !
12 24
13 23 13 23
0
I 1 nonl I
J.'___x:},:___v__ - 0 054  CZ0240/5-0001 02-8
1l
14 l24 YRRIEY
One 2-pole switch I I 1 |23 11 23
Large handle ®60mm N/ ____ T2 | - -
|- \, y \ - 0.54 | €Z0240/5-0001 03-8
12 oy 12 24
TR 11 23
L]
0 ST T 2
17 v
Yo\, O
12 24 B ™ 0.702 CZ0240/5-1001 04-8
One ammeter, M6WA 100 / 1-5
For current transformer
One 2-Pole control switch
Red LR CZ0240/5-0110 05-8
Green LG CZ0240/5-0110 06-8
Yellow LY CZ0240/5-0110 07-8
Blue LB 0576 CZ0240/5-0110 08-8
White LW ’ CZ0240/5-0110 09-8
One signal lamp 12V - 250V AC/DC
One double butto INO+INC
Including “0, 1 , START, STOP”
One Signal lamp with button component
INC+12V - 250V AC/DC Red LR
0.571 CZ0240/5-0200 10-8
One Signal lamp with button component
INO+12V - 250V AC/DC  Green LG
One ammeter, M6WA 100 / 1-5,
for current transformer
0.707 CZ0240/5-1010 11-8

One double button INO + INC
Including label " 0, I , SIART, STOP "
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CZ0240/6 Explosion-proof controller

CZ0240 Full plastic Explosion-proof controller

. . Weight
lllustration Description (kg) Order No.
X1-@-X2
X1-®@-X2
Two signal lamps
1I4 22 Red LR: 12V - 250V AC/DC
0F---A4- Grf:en LG: 12V - 250V AC/DC 0.769 CZ0240/6-0220 01-8
Two buttons
13 21 Each with INO+INC ,
1|4 22 Including label " 0, I, START, STOP "
1E-}- - —\—
13 21
1-(A)-2
One ammeter, M6WA 100/ 1-5,
14 22
for current transformer
of-+4--\- ﬁ One double button INO + INC
1E--+- Including label " 0, T, START, STOP " 0.891 CZ0240/6-1020 02-8
13 21 One emergency stop self-locking button
14 22 INO+INC. With engraved words
| "NOT-AUS EMERGENCYSTOP "
o3
13 21
s 11 23
L]
0 1l g
e e
12 24 1
12 24
Red LR CZ0240/6-1101 03-8
Green LG 0.846 CZ0240/6-1101 04-8
Yellow LY ' CZ0240/6-1101 05-8
Blue LB CZ0240/6-1101 06-8
White LW CZ0240/6-1101 07-8
One signal lamp 12V - 250V AC/DC
One ammeter, M6WA 100/ 1-5
For current transformer One 2-Pole control switch

The code of cable gland

Y

ode ecification able diagram
Cod Specificat Cable diagram (®
0 W 1A M32 x 1.5 i g b4 One moulded plastic M32 x 1.5 cable gland 12 ~21mm
1 I 1A M20 < 1.5 i g Bl £5 One moulded plastic M20 x 1.5 cable gland 5.5 ~13mm
2 TRl 1A M25 x 15 g B 45 One moulded plastic M25 x 1.5 cable gland 8~ 17mm
6 IR 2 A M20 x 1.5 HL g5 s bk 4% Two moulded plastic M20 x 1.5 cable gland 5.5~ 13mm
8 I 2 AM25 < LS i B £ Two moulded plastic M25 x 1.5 cable gland 8 ~17mm
N IR 1A M20 x 1L5HL 48 4% One moulded plastic M20 x 1.5 cable gland 5513
W 1A M20 x 1.573 98 k%3, One moulded plastic M20 x 1.5 stopping plug > omm
IR 1A M25 x 1.5 Hu g s bk 45 One moulded plastic M25 x 1.5 cable gland
B 8 ~ 17mm

T 1A M25 > 1.5 22 9 s

One moulded plastic M25 x 1.5 stopping plug
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e Components:

e Order specifications of other forms:
Model implication:

e Selection example:

Selection example:

Outline and installation dimensions:

CZ0240 Full plastic Explosion-proof controller

1. Each board front mounting rail type built-in component has special code, see pages A/17 ~ A/42 for the code and technical data.
2. Each cable glands has special code, see pages B/41 ~ B/61 for the code and technical data.

The code of cable gland
The direction of cable entry
. Built-in component 3
Built-in component 2
Built-in component 1

The code of enclosure

One green signal lamp, 12V - 250V AC/DC, One double button INO+INC and label "0, I " bottom has a plastic moulded cable gland
M20 x 1.5 entry. The type is CZ0240/2 - LG 601 /P260 0222 /X - A02 .

One ammeter with a current transformer, the scale is 100/1, Overload scale 5, Two buttons, each with INO+INC and label " 0, 1".
Bottom has a plastic moulded cable gland M25 x 1.5 entry.
The type is CZ0240 /2 - P16022/P1 60 02 + CZ0240 /2 - M6WA 100 / 1-5/X - A03.

100

88

il
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e QOutline and installation dimensions:

Operation head
Rubber sheath button
Rubber sheath double button
Emergency self-locking button

E Black mushroom head button

Switch operation head

Cover of signal lamp

Operation head of potentiometer setting
EXM Culotte
Signal lamp with button

Red mushroom button with key

=3 =il

IITI Button with key

CZ0240/1. 2. 3 Combination

S
® Enclosures:
S

) S —
—— O
— ~——— — —— |
X X X X X
CZ0240/1 CZ0240/2 CZ0240/3 CZ0240/5 CZ0240/6

Number of Direction of cable entry / Quantity

Code components

Top Bottom

CZ0240/1 1XM20 or 1XM20 or 1XM25

CZ0240/2 1XM20 or 1XM20 or 1XM25

CZ0240/3 1XM20 or 1XM20 or 1 XM25

1XM32 or 1XM32o0r 2XM25
CZ02405 1XM25 or 1XM25 or 2XM20
1XM32 or 1XM32 or 2XM25
1XM25 or 1XM25 or 2XM20

CZ0240/6
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® Accessorise:

lllustration Description Order No.

Combination bolt assemblies:

Used for connecting to two CZ0240 enclosures,
including a bolt a nut and a seating ring.

labeling base of controller
Used for CZ0240/1, CZ0240/2, CZ0240/3.

Earthing device
Used for CZ0240/1,CZ0240/2,CZ0240/3
Can be used together with plastic cable gland

Metal earthing nuts :

M20 x 1.5 4008/1
M25x 1.5 4008/2
Used for CZ0240/1,CZ0240/2,CZ0240/3, Can be used together

with metal cable gland.

Metal earthing nuts :

1-M32 x 1.5 4008/3
2-M25 x 1.5 4008/4
2-M20 x 1.5 4008/5
Used for CZ0240/5, CZ0240/6

Can be used together with metal cable gland.

‘w Earthing screw 4036/6
Fl

e Accessorise: Mounting plate

lllustration Description Order No.

4010/1

Pendant type mounting way

154

=

R s St

4010/2

Pendant type and vertical type with
stainless steel rain-proof cover
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e Accessory: Vertical foot tray

Illustration Description Order No.

CZ0240/1
Can be used for ; CZ0240/2 4032/ [] 123
CZ0240/3

CZ0240/5
Can be used for CZ0240/6 4032/ [] 56

G: No.304 Stainless steel “ ] Material

S: Fine quality steel with electrophoresing surface ]

Diagram of Vertical type
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